
FIGUREDESIGN FEATURES
- 3-way ball valve DN15 - DN100
- L or T-bore
- wafer type
- PN16/40 for DN15 to DN 50
- PN16 for DN 65 to DN100
- min. : -10’C +180’C
- 2 seats
- specifications : 
 anti-blow out stem
 reduced bore
 mounting pad acc. ISO 5211
 anti-static device starting from dn25

MATERIALS
item Part name Material
1 body A105
2 ring A105
3 ball SS 316
4 spindel SS 304
5 seat PTFE
6 side sealing ring PTFE
7 O-ring NBR
8 upper sealing ring PTFE
9 stem O-ring viton
10 upper sealing couple PTFE
11 gland washer SS 304
12 stop SS 304
13 belleville washers 50CrV4
14 stem retaining nut CS
15 fixing nut plate SS 304
17 locking nut CS
18 lever CS
19 stop screw CS

SIZE (in mm) 
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3-WAY BALL VALVE
PN16/40  - A105

REDUCED BORE
FIG 182.1

DN 15 20 25 32 40 50 65 80 100
PN 40 40 40 40 40 40 16 16 16
E 10 15 20 25 32 40 50 65 78
I 65 75 85 100 110 125 145 160 180
L 35 38 43 54 66 83 103 122 153
S 85 90 90 105 120 130 150 175 185
ISO5211 F03 F03 F04 F04 F05 F05 F07 F07 F10

kg 2,14 2,89 3,69 6,13 8,09 11,18 19,48 25,08 38,57
ref. 181.1.04 181.1.05 181.1.06 181.1.07 181.1.08 181.1.09 181.1.10 181.1.11 181.1.12


