
FIGUREDESIGN FEATURES
- brass ball valve with drain, full bore
- max. temp : +120’C
- specifications : 
 anti blow-out stem
 thread ends gas female-female acc. ISO 228/1
 solid ball
 PN 25

- with butterfly handle fig 97BF from 1/2”-1”

 

MATERIALS
item Part name Material
1 handle steel
2 handle nut steel dacromed coated
3 packing nut brass CW614N
4 packing PTFE
5 body (external) brass CW617N, nickeled
5 body (internal) brass CW617N
6 O-ring NBR
7 plug brass CW617N, nickeled
8 stem brass CW614N
9 screw brass CW617N, nickeled
10 washer NBR
11 manifold brass CW617, nickeled
12 ball brass CW614N, chromed
13 seat PTFE
14 bonnet (external) brass CW617N, nickeled
14 bonnet (internal) brass CW617N
15 handle cover Plastic

SIZE (in mm) 
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BRASS BALL VALVE
WITH DRAIN

FULL BORE - FF
FIG 97

DN 1/2” 3/4” 1” 1 1/4” 1 1/2” 2”
D 14,5 19 24,5 31 39,5 49,5
L 52,5 59,5 69,5 79,5 91 106,5
L1 12 13 14 15 16 18
L4 54 54 70
E 81,5 104 102 120 120 142
H 45 48 57 67,5 73,5 87,5
H1 45,5 48,8 52 56,3 61,3 67
H2 22,5 25,8 29 33,3 38,3 44
kg 0,246 0,328 0,450 0,650 0,94 1,47
ref. 205259 205260 205261 205262 205263 205264


