
SCHUIFAFSLUITER
staal GS-C25 F7

fig 372
PN 40

KEIL-RUNDSCHIEBER AUS STAHL MIT BOCKAUFSATZ

GATE VALVES OF CAST STEEL  
OUTSIDE SCREW & YOKE 

GS-C25 FIG. 404007 PN 40 

 
FLANGE DIMENSIONS: 

DIN 2501 

 
FACE-TO-FACE DIMENSIONS: 

EN 581 (26) 

 

 
TESTS: 

DIN 3352-T1 

1 BODY GS-C25 12 GLAND A182 F6 

2 SEAT RING STAINLESS STEEL 13 GLAND FLANGE GS-C25 

3 WEDGE GS-C25 14 GLAND NUT A 914 2H 

4 STEM X20CR13 15 WASHER A 307 B 

5 GASKET S.S. + GRAPHITE SPIRALE WOUND 16 BONNET GS-C25 

6 STUD A 193 B7 17 GREASE NIPPLE CARBON STEEL 

7 BONNET NUT A 194 2H 18 STEM NUT A 439 D2 

8 BACKSEAT BUSHING A 182 F6 19 RETAINING NUT CARBON STEEL 

9 PACKING GRAFOIL 20 HANDWHEEL DUCTILE IRON OR STEEL 

10 PIN CARBON STEEL 21HANDWHEEL NUT A 307 B 

11 EYEBOLT A 307 B 22 NAMEPLATE ALUMINIUM 

 
DN D2 D1 D F B Z-ØD L HMAX D0 KG 
15 45 65 95 2 16 4-Ø14 130 240 120  
20 58 75 105 2 18 4-Ø14 150 285 140  
25 68 85 115 2 18 4-Ø14 160 305 160  
32 78 100 140 2 18 4-Ø18 180 320 180  
40 88 110 150 3 18 4-Ø18 240 365 203  
50 102 125 165 3 20 4-Ø18 250 420 230 31 
65 122 145 185 3 22 8-Ø18 290 452 230 39 
80 138 160 200 3 24 8-Ø18 310 498 254 52 

100 162 190 235 3 24 8-Ø22 350 595 305 82 
125 188 220 270 3 26 8-Ø26 400 708 355 129 
150 218 250 300 3 28 8-Ø26 450 810 406 156 
200 285 320 375 3 34 12-Ø30 550 1010 455 266 
250 345 385 450 3 38 12-Ø33 650 1220 508 371 
300 410 450 515 4 42 16-Ø33 750 1440 559 551 
350 465 510 580 4 46 16-Ø36 850 1580 610  
400 535 585 660 4 50 16-Ø39 950 1780 660  
500 615 670 755 4 52 20-Ø42 1150 2160 GEAR  
600 735 795 890 5 60 20-Ø48 1350 2600 OPERATED  
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