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DN 32/40 50 65 80 100 125 150 200 250 300
A 61 77 87,5 95 107 121,5 144 171 205 235
B 130 136,5 142 158 180 192 215 242 280 310
De 82 95 109 127 152 180 207 260 315 370
D           
E 33 43 46 46 52 56 56 60 68 78
H 74 74 74 74 74 79 79 37 37 37
H1           
L 200 200 200 200 200 278 278 355 507 507
L1           
P 65 65 65 65 65 90 90 125 150 150 
V           
C 9 9 9 9 11 14 14 17 22 27
K 50 50 50 50 50 70 70 102 125 125
ISO F05 F05 F05 F05 F05 F07 F07 F10 F12 F12
NxZ 4x7 4x7 4x7 4x7 4x7 4x9 4x9 4x11 4x13 4x13
H4 32 32 32 32 32 42 42 36 38 38
kg 1,85 2,53 2,86 3,16 4,21 6,67 7,66 14,7 23,4 33,8
ref. 210BT.08 210BT.09 210BT.10 210BT.11 210BT.12 210BT.13 210BT.14 210BT.16 210BT.18 210BT.20

BUTTERFLY VALVE
WAFER - PN10/16

NBR SEAT
FIG 210BT

DESIGN FEATURES
- cast iron butterfly valve dn40 - dn300 PN16
- temp : -10’C +80’C
- specifications : 
 long neck for isolation
 vulcanised elastic ring
 ISO 5211 mounting pad
 10 positions cranted lever / gear box
 mounting between ISO PN10/16 flanges
USE
- for all common fluids
- 16 bar
MATERIALS
item Part name Material
1 body cast iron EN GJL-250
2 elastic ring NBR
3 disc inox 316
4 stem inox 316
5 bearing PTFE
6 O-ring NBR
7 circlip steel
8 circlip steel
 lever aluminium

SIZE (in mm) 


